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616.8.39 (TA-39) Crossover on Divided Highway - DE/CM

NOTES:
REMOVE AND/OR MODIFY EXISTING PAVEMENT
MARKING AS NEEDED.  

(1) SEE STANDARD PLAN 616.10 FOR ADDITIONAL 
INFORMATION. 

(2) ADVANCE LANE CLOSURE SIGNING IS AS SHOWN
ON EPG 616.8.34 (TA-34) LANE CLOSURE WITH A 
TEMPORARY TRAFFIC BARRIER. 

(3) CROSSOVER PAVEMENT WIDTH MAY BE WIDER 
AS NEEDED. 

(4) CRASH CUSHION SHALL CONSIST OF IMPACT
ATTENUATOR (SAND BARRELS) OR OTHER
TEMPORARY CRASHWORTHY DEVICE, AS APPROVED
BY THE ENGINEER.

(5) IF APPLICABLE, SEE EPG 616.12 WORK ZONE 
SPEED LIMITS FOR SPEED LIMIT GUIDELINES. 
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SPEED SIGN SPACING (ft.) TAPER LENGTH (ft.) OPTIONAL CHANNELIZER SPACING (ft.)
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1 Shoulder taper length based on 10 ft. (standard shoulder width) offset.    2. Lane taper length based on 12 ft. (standard lane width) offset.
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