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(MEDIAN CROSSOVER ON A DIVIDED HIGHWAY)

THE EPG AND MUTCD DETAIL TA-39 

SHALL BE PROVIDED FOR AS SHOWN IN 

ALL TRAFFIC CONTROL DEVICES AND SIGNS

NOTES:
A

A

 
P
.I
.

C
U

R
V

E

 
P
.T
.

C
U

R
V

E

P
.R
.C
.

C

B

B

SECTION A-A

PAVEMENT STAB

SHLDR

STAB

SHLDR

FLAT

Centerline

SECTION B-B

Centerline

STAB

SHLDR

  THRU

PAVEMENT

SECTION C-C

 
P
.C
.

Centerline

C

STAB

SHLDR

THRU

 
P
.I
.

C
U

R
V

E

(AT P.R.C.)

3
°

C
U

R
V

E

4' STAB. SHLDR.

3
°

3
°

A

 
P
.I
.

C
U

R
V

E

 
P
.T
.

C
U

R
V

E

P
.R
.C
.

C

B

B

C

 
P
.I
.

3
°

3
°

4' STAB. SHLDR.
3
°

3
°

A

C
U

R
V

E

 
P
.C
.

C
U

R
V

E

ONE WAY TRAFFIC

ONE WAY TRAFFIC

ONE WAY TRAFFIC

ONE WAY TRAFFIC
3
°

WORK AREA/ROAD CLOSED

616.8.39A (TA-39A) TEMPORARY MEDIAN CROSSOVER ROADWAY DESIGN
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INSTALL DRAINAGE PIPE IF NEEDED
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