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SIGNS

*** USE D3-16 FOR ONE LINE.  USE D3-18 FOR TWO LINE.

 ** SEE STANDARD PLANS 902.10 AND 902.30 FOR CONCRETE REQUIREMENTS ON BASES.

LEGEND

B - MAST ARM MOUNT

C - SPANWIRE MOUNT

T - TOP MOUNT

S - SIDE MOUNT

TOTAL AREA ITEM NO. 903-50.66

SIGNAL STRUCTURES WHICH WILL EXCEED THE DIMENSION LIMITS SHOWN ON STANDARD PLAN 

SHEETS IN SECTION 902 AND ANY OTHER INSTALLATION WHERE THE DETAILS OF 

CONSTRUCTION ARE NOT FURNISHED IN THE CONTRACT PLANS, SHALL BE DESIGNED BY A 

PROFESSIONAL ENGINEER IN ACCORDANCE WITH THE 2001 AASHTO STANDARD SPECIFICATIONS 

FOR STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, LUMINAIRES AND TRAFFIC SIGNALS, 4TH 

EDITION, AND LATEST INTERIMS.  THE STRUCTURE SHALL BE DESIGNED AS IMPORTANCE 

CATEGORY I FOR FATIGUE WITH A 50-YEAR DESIGN LIFE.  THE CONTRACTOR SHALL SUBMIT 

A SET OF SHOP DETAIL DRAWINGS INCLUDING WELD PROCEDURE SPECIFICATIONS AND DESIGN  

COMPUTATIONS FOR MODOT RECORDS AND REFERENCE.  THE SUBMITTED DRAWINGS AND 

CALCULATIONS SHALL BE SIGNED AND SEALED IN ACCORDANCE WITH THE LAWS RELATING TO 

ARCHITECTS AND PROFESSIONAL ENGINEERS (CHAPTER 327, RSMO.), AND SHALL INCLUDE A 

TITLE BLOCK OR SUMMARY SHEET WHICH LISTS AND CERTIFIES THAT THE PRODUCT MEETS 

ALL OF THE SPECIFIED DESIGN CRITERIA.

EFFECTIVE: 05-01-2008
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"THIS MEDIA SHOULD

NOT BE CONSIDERED

A CERTIFIED

DOCUMENT."


